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High speed centrifuge

Table-top high speed centrifuge

Refrigerated high speed  centrifuge

Hematocrit centrifuge

Micro high speed refrigerated centrifuge

Micro high speed centrifuge

Table-top low speed centrifuge

Refrigerated low speed centrifuge

Universal low speed centrifuge

Large capacity low speed centrifuge

Gel card centrifuge & Incubator

Cell washer / Serofuge centrifuge

Portable low speed centrifuge

Blood bank refrigerated centrifuge

High speed floor standing refrigerated centrifuge

Large capacity blood bank refrigerated centrifuge

Large capacity refrigerated centrifuge

Low speed centrifuge

Floor standing centrifuge
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High speed centrifuge

HCSHW16

Brushless motor, zero pollution,
maintainance-free.

Matching rotors for HCSHW16

Matching rotors for HCSH16E

HCSH16E Specifications

HCSHW16 Specifications

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

16000 rpm

19040 x g

10 x 5 ml

0 ~ 99h 59m

Yes

≤ 55 dB

Normal

10 Type

± 20 r/min

-

AC 220V/110V  50HZ/60HZ

16A40000.2

16A24000.5

16A12001.5

16A10005

14A20001.5

13P0408PCR

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

PCR rotor

16000

16000

16000

16000

14000

13000

19040

18480

16260

17880

15580

10410

40 x 0.2 ml

24 x 0.5 ml

12 x 1.5 / 2 ml

10 x 5 ml

20 x 1.5 / 2 ml

4 x 8 PCR

355mm × 270mm × 205mm

14kg
Electrical lid-lock, device balance
protection, full LED panel with 10
type of speed settings.   

3-tier high quality steel body build 
with stainless steel chamber for 
safer and reliable operation.

Rotor is connected to spindle by 
specialized taper sleeve for simple
and quick loading. 

Certification and calibration report
are available upon request.

Certification and calibration report
are available upon request.

Rotor no. Type Max Speed Max Volume Max RCF

HCSH16E

Able to support 24 x 1.5 / 2 ml 
international standard.

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

16000 rpm

19040 x g

10 x 5 ml

0 ~ 99h 59m

Yes

≤ 55 dB

Normal

10 Type

± 20 r/min

-

AC 220V/110V  50HZ/60HZ

16A40000.2

16A24000.5

16A12001.5

16A10005

14A20001.5

16A12001.5

13P0808PCR

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

16000

16000

16000

16000

14000

14000

19040

18480

16260

17880

15580

17950

40 x 0.2 ml

24 x 0.5 ml

12 x 1.5 / 2 ml

10 x 5 ml

20 x 1.5 / 2 ml

24 x 1.5 / 2 ml

PCR rotor 13000 115408 x 8 PCR

465mm × 320mm × 275mm

18kg
Electrical lid-lock, device balance
protection, full LED panel with 10
type of speed settings.   

3-tier high quality steel body build 
with stainless steel chamber for 
safer and reliable operation.

Rotor is connected to spindle by 
specialized taper sleeve for simple
and quick loading. 

Rotor no. Type Max Speed Max Volume Max RCF

HIGH SPEED CENTRIFUGE

 HIGH SPEED CENTRIFUGE
(MICRO)

(MICRO)
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High speed centrifuge

HCSH16

Brushless motor, quiet and reliable
performance.

Matching rotors for HCSH16 & HCSHF16

HCSH16 Specifications

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

16000 rpm

20600 x g

6 x 100 ml

0 ~ 99min

Yes

≤ 55 dB

Normal

10 Type

± 20 r/min

-

AC 220V/110V  50HZ/60HZ

16A12001.5-1

14A40000.5

15A24001.5

13.5A30001.5

15A16005

14A12007

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

16000

14000

15000

13500

15000

14000

17940

19970

20600

19340

19350

16370

12 x 1.5 / 2 ml

40 x 0.5 ml

24 x 1.5 / 2 ml

30 x 1.5 / 2 ml

16 x 5 ml

12 x 7 ml

10A12015

12A12010

12A08020

12A06030

11A06050

10A06070

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

10000

12000

12000

12000

11000

10000

11840

14510

14510

14000

13480

10810

12 x 15 ml

12 x 10 ml

8 x 20 ml

6 x 30 ml

6 x 50 ml

6 x 70 ml

10A04100 Angle rotor 10000 103104 x 100 ml

10A06100

14A06010

15A30000.5A

11A48001.5

4M020348

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Microplate

10000

14000

15000

11000

4000

11380

16460

18510

12840

2300

6 x 100 ml

6 x 10 ml

30 x 0.5 ml

48 x 1.5 / 2 ml

2 x 3 x 48 well

513mm × 370mm × 320mm

42kg
Automatic electrical lid-lock, over
heating protection, full LED panel
with 10 type of speed settings.

3-tier high quality steel body build 
with stainless steel chamber for 
safer and reliable operation.

Certification and calibration report
are available upon request.

Rotor no. Type Max Speed Max Volume Max RCF

 TABLE-TOP HIGH SPEED CENTRIFUGE

HCSHF16

Refrigerated centrifuge. Widely 
used for laboratory, chemistry 
and hospital.

Pre-cooling design, 10 type of 
acceleration and deceleration
speed settings.

Noiseless and small vibration
in a compact design.

Certification and calibration report
are available upon request.

3-tier high quality steel body build 
with stainless steel chamber for 
safer and reliable operation.

HCSHF16 Specifications

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

16000 rpm

20600 x g

6 x 100 ml

0 ~ 99min

Yes

≤ 55 dB

-20 °C ~ 40°C

10 Type

± 20 r/min

± 1°C

AC 220V/110V  50HZ/60HZ

380mm × 608mm × 570mm

82kg

HIGH SPEED REFRIGERATED CENTRIFUGE

Refrigeration
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High speed centrifuge

HCSHF16E

Brushless motor, zero pollution,
maintainance-free.

Matching rotors for HCSHF16E

Matching rotors for HCSHF18E

HCSHF18E Specifications

HCSHF16E Specifications

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

16000 rpm

19040 x g

10 x 5 ml

0 ~ 99h 59m

Yes

≤ 55 dB

-20 °C ~ 40°C

10 Type

± 20 r/min

± 1°C

AC 220V/110V  50HZ/60HZ

16A40000.2

16A24000.5

16A12001.5

16A10005

14A20001.5

14A24001.5

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

16000

16000

16000

16000

14000

14000

19040

18480

16260

17880

15580

17950

40 x 0.2 ml

24 x 0.5 ml

12 x 1.5 / 2 ml

10 x 5 ml

20 x 1.5 / 2 ml

24 x 1.5 / 2 ml

13P0808PCR PCR rotor 13000 115408 x 8 PCR

480mm × 480mm × 275mm

43kg

3-tier high quality steel body build 
with stainless steel chamber for 
safer and reliable operation.

Adopting efficient fluorine-free 
compressor for faster cooling.

Certification and calibration report
are available upon request.

Certification and calibration report
are available upon request.

Rotor no. Type Max Speed Max Volume Max RCF

HCSHF18E

Brushless motor, zero pollution,
maintainance-free.

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

18000 rpm

22920 x g

48 x 1.5 ml

0 ~ 99h 59m

Yes

≤ 55 dB

-20 °C ~ 40°C

10 Type

± 20 r/min

± 1°C

AC 220V/110V  50HZ/60HZ

14A12008PCR

15A24001.5A

18A12001.5

15A40000.5

14A48001.5

16A10005

15A06010

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

14000

15000

18000

15000

14000

16000

19970

20600

22710

22920

20800

17890

12 x 8 PCR

24 x 1.5 ml

12 x 1.5 / 2 ml

40 x 0.5 ml

48 x 1.5 / 2 ml

10 x 5 ml

Angle rotor 15000 189006 x 10 ml

380mm × 608mm × 570mm

82kg

Electrical lid-lock, device balance
protection, full LED panel with 10
type of speed settings.   

3-tier high quality steel body build 
with stainless steel chamber for 
safer and reliable operation.

Adopting efficient fluorine-free 
compressor for faster cooling.

Rotor no. Type Max Speed Max Volume Max RCF

HIGH SPEED REFRIGERATED CENTRIFUGE

HIGH SPEED REFRIGERATED CENTRIFUGE

Automatic electrical lid-lock, over
heating protection, full LED panel
with 10 type of speed settings.

(MICRO) 

(MICRO) 

Refrigeration

Refrigeration
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High speed centrifuge

 TABLE-TOP HIGH SPEED CENTRIFUGE

HCSHF20

Refrigerated centrifuge. Widely 
used for laboratory, chemistry 
and hospital.

Pre-cooling design, 10 type of 
acceleration and deceleration
speed settings.

Noiseless and small vibration
in a compact design.

Certification and calibration report
are available upon request.

3-tier high quality steel body build 
with stainless steel chamber for 
safer and reliable operation.

HCSHF20 Specifications

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

21000 rpm

30910 x g

6 x 100 ml

0 ~ 99h 59m

Yes

≤ 55 dB

-20 °C ~ 40°C

10 Type

± 20 r/min

± 1°C

AC 220V/110V  50HZ/60HZ

380mm × 608mm × 570mm

82kg

HIGH SPEED REFRIGERATED CENTRIFUGE

HCSH20

Brushless motor, quiet and reliable
performance.

Matching rotors for HCSH20 & HCSHF20

HCSH20 Specifications

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

21000 rpm

30910 x g

6 x 100 ml

0 ~ 99min

Yes

≤ 55 dB

Normal

10 Type

± 20 r/min

-

AC 220V/110V  50HZ/60HZ

21A12001.5

15A40000.5

17A24001.5

13.5A30001.5

16A16005

14A12007-1

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

21000

15000

17000

13500

16000

14000

30910

22920

26460

19340

22020

21380

12 x 1.5 / 2 ml

40 x 0.5 ml

24 x 1.5 / 2 ml

30 x 1.5 / 2 ml

16 x 5 ml

12 x 7 ml

10A12015

15A12010

15A08020

14A06030

12A06050

12A06070

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

10000

15000

15000

14000

12000

12000

11840

22680

22680

19060

16050

15570

12 x 15 ml

12 x 10 ml

8 x 20 ml

6 x 30 ml

6 x 50 ml

6 x 70 ml

12A04100 Angle rotor 12000 148504 x 100 ml

12A06100

16A06010

18A30000.5

13.5A48001.5

4M020348

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Microplate

12000

16000

18000

13500

4000

14850

21500

26600

17930

2300

6 x 100 ml

6 x 10 ml

30 x 0.5 ml

48 x 1.5 / 2 ml

2 x 3 x 48 well

513mm × 370mm × 320mm

42kg
Automatic electrical lid-lock, over
heating protection, full LED panel
with 10 type of speed settings.

3-tier high quality steel body build 
with stainless steel chamber for 
safer and reliable operation.

Certification and calibration report
are available upon request.

Rotor no. Type Max Speed Max Volume Max RCF

Refrigeration



Matching rotors for HCSHF18

21A12001.5

15A40000.5

17A24001.5

13.5A30001.5

15A16005

16A16005

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

21000

15000

17000

13500

15000

16000

30910

22920

26460

19340

19350

22020

12 x 1.5 / 2 ml

40 x 0.5 ml

24 x 1.5 / 2 ml

30 x 1.5 / 2 ml

16 x 5 ml

16 x 5 ml

14A12007-1

10A12015

15A12010

15A08020

14A06030

12A06050

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

14000

10000

15000

15000

14000

12000

21380

11840

22680

22680

19060

16050

12 x 7 ml

12 x 15 ml

12 x 10 ml

8 x 20 ml

6 x 30 ml

6 x 50 ml

12A06070 Angle rotor 12000 155706 x 70 ml

12A04100

12A06100

16A06010

18A30000.5

13.5A48001.5

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

12000

12000

16000

18000

13500

14850

14850

21500

26660

17930

4 x 100 ml

6 x 100 ml

6 x 10 ml

30 x 0.5 ml

30 x 1.5 / 2 ml

40 x 1.5 / 2 ml

4S04800-R

4S04500-R

4S04500-S

4M040496

4M020496

Swing rotor

Swing rotor

Swing rotor

Microplate rotor

Microplate rotor

4000

4000

4000

4000

4000

3450

3380

3310

2840

2490

4 x 800ml (Round)

4 x 500ml (Round)

4 x 500ml (Square)

4 x 4 x 96 Well

2 x 4 x 96 Well

4M020348 Microplate rotor 4000 23002 x 3 x 48 Well

4S043007-1

4S044005

4S041810

5A12015

5A06050

Swing rotor

Swing rotor

Swing rotor

Swing rotor

Angle rotor

Angle rotor

4000

4000

4000

5000

5000

3270

2890

3140

3080

2850

4 x 30 x 7 ml

4 x 40 x 5 ml

4 x 18 x 10 ml

12 x 15 ml

6 x 50 ml

5A04050

5A04100

5A24015

5A12050

Angle rotor

Angle rotor

Angle rotor

Angle rotor

5000

5000

5000

5000

2520

2630

3500

3860

4 x 50 ml

4 x 100 ml

24 x 15 ml

12 x 50 ml

5A06100

4A12100

Angle rotor

Angle rotor

5000

4000

3130

2970

6 x 100 ml

12 x 100 ml

Rotor no. Type Max Speed Max Volume Max RCF

06

High speed centrifuge

HCSHF18

Certification and calibration report
are available upon request.

Refrigeration centrifuge. Widely 
used for laboratory, chemistry 
and hospital.

Pre-cooling design, 10 type of 
acceleration and deceleration
speed settings.

Noiseless and small vibration
in a compact design.

3-tier high quality steel body build 
with stainless steel chamber for 
safer and reliable operation.

HCSHF18 Specifications

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

21000 rpm

30910 x g

4 x 800 ml

0 ~ 99h 59m

Yes

≤ 55 dB

-20 °C ~ 40°C

10 Type

± 20 r/min

± 1°C

AC 220V/110V  50HZ/60HZ

700mm × 715mm × 420mm

125kg

HIGH SPEED REFRIGERATED CENTRIFUGE
Refrigeration
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High speed centrifuge

ROTORS
GALLERY

13P0408PCR
PCR rotor

Photos of the rotor
introduced so far

10A12015
Angle rotor

11A06050
Angle rotor

Matching rotors for HCSHF21B

5S04250-R

5S04250-S

5B040150

5B0401100

4B040250-2

4B040415-2

Swing rotor

Swing rotor

Bucket

Bucket

Bucket

Bucket

5000

5000

5000

5000

4000

4000

4500

4420

4730

4730

3020

3020

4 x 250ml (Round)

4 x 250ml (Square)

4 x 1 x 50 ml

4 x 1 x 100 ml

4 × 2 × 50 ml

4 × 4 × 15 ml

4B040415-2

4B041010-1

4B041207

4B041205

4B040810-1

4B040410-1

Bucket

Bucket

Bucket

Bucket

Bucket

Bucket

4000

4000

4000

4000

4000

4000

3020

3020

2760

2480

2770

2770

4 × 6 × 15 ml

4 × 10 × 10 ml

4 × 12 × 7 ml

4 × 12 × 5 ml

4 × 8 × 10/ 7/ 5ml

4 × 4 × 10/ 7/ 5ml

13A12015 Angle rotor 13000 2002012 x 15 ml

15A06050

13A08050

10A10050

15A04085

13A06085

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

15000

13000

10000

15000

13000

25080

21360

13870

25220

20830

6 x 50 ml

8 x 50 ml

10 x 50 ml

4 x 85 ml

6 x 85 ml

10A08085

4A12100

4A04250

21A12001.5

18A24001.5

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

10000

4000

4000

21000

18000

13780

2970

11500

30910

29670

8 x 85 ml

12 x 100 ml

4 x 250 ml

12 x 1.5 / 2 ml

24 x 1.5 / 2 ml

16.5A30000.5 Angle rotor 16500 2889030 x 0.5 ml

16A48001.5 Angle rotor 16000 2717048 x 1.5 / 2 ml

Rotor no. Type Max Speed Max Volume Max RCF

HCSHF21B

Certification and calibration report
are available upon request.

Refrigeration centrifuge. Widely 
used for laboratory, chemistry 
and hospital.

Pre-cooling design, 10 type of 
acceleration and deceleration
speed settings.

Noiseless and small vibration
in a compact design.

3-tier high quality steel body build 
with stainless steel chamber for 
safer and reliable operation.

HCSHF21B Specifications

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

21000 rpm

34400 x g

4 x 250 ml

0 ~ 99h 59m

Yes

≤ 55 dB

-20 °C ~ 40°C

10 Type

± 20 r/min

± 1°C

AC 220V/110V  50HZ/60HZ

650mm × 665mm × 400mm

118kg

HIGH SPEED REFRIGERATED CENTRIFUGE
Refrigeration
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High speed centrifuge

Matching rotors for HCSHF16E-1

16A12001.5-1

15A48001.5

17A24001.5

13.5A30001.5

16A16005

14A12007-1

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

16000

15000

17000

13500

16000

14000

17940

27170

26460

19340

22020

21380

12 x 1.5 / 2 ml

48 x 1.5 / 2 ml

24 x 1.5 / 2 ml

30 x 1.5 / 2 ml

16 x 5 ml

12 x 7 ml

14A12015-F

16A12010

15A08015-F

14A06030

15A06050-F

12A06070

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

14000

16000

15000

14000

15000

12000

23220

29530

23680

19060

25080

15570

12 x 15ml (Falcon)

12 x 10 ml

8 x 15ml (Falcon)

6 x 30 ml

6 x 50ml (Falcon)

6 x 70 ml

12A04100 Angle rotor 12000 148504 x 100 ml

12A06100

16A06010

18A30000.5

13.5A48001.5

Angle rotor

Angle rotor

Angle rotor

Angle rotor

12000

16000

18000

13500

14850

21500

26660

17930

6 x 100 ml

6 x 10 ml

30 x 0.5 ml

48 x 1.5 / 2 ml

30 x 1.5 / 2 ml

4S04800-R

4S04500-R

4S04500-S

4M040496

4M020496

Swing rotor

Swing rotor

Swing rotor

Microplate rotor

Microplate rotor

4000

4000

4000

4000

4000

3450

3380

3310

2840

2490

4 x 800ml (Round)

4 x 500ml (Round)

4 x 500ml (Square)

4 x 4 x 96 Well

2 x 4 x 96 Well

4M020348 Microplate rotor 4000 23002 x 3 x 48 Well

4S043007

4S044005

4S041810

5A12015

5A06050

Swing rotor

Swing rotor

Swing rotor

Swing rotor

Angle rotor

Angle rotor

4000

4000

4000

5000

5000

3270

2890

3140

3080

2850

4 x 40 x 7 ml

4 x 40 x 5 ml

4 x 18 x 10 ml

12 x 15 ml

6 x 50 ml

5A04050

5A04100

5A24015

5A12050

Angle rotor

Angle rotor

Angle rotor

Angle rotor

5000

5000

5000

5000

2520

2630

3500

3860

4 x 50 ml

4 x 100 ml

24 x 15 ml

12 x 50 ml

5A06100

4A12100

Angle rotor

Angle rotor

5000

4000

3130

2970

6 x 100 ml

12 x 100 ml

Rotor no. Type Max Speed Max Volume Max RCF

HCSHF16E-1

Certification and calibration report
are available upon request.

Refrigeration centrifuge. Widely 
used for laboratory, chemistry 
and hospital.

Pre-cooling design, 10 type of 
acceleration and deceleration
speed settings.

Noiseless and small vibration
in a compact design.

3-tier high quality steel body build 
with stainless steel chamber for 
safer and reliable operation.

HCSHF16E-1Specifications

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

16000 rpm

29530 x g

4 x 800 ml

0 ~ 99h 59m

Yes

≤ 55 dB

-20 °C ~ 40°C

10 Type

± 20 r/min

± 1°C

AC 220V/110V  50HZ/60HZ

700mm × 715mm × 420mm

125kg

HIGH SPEED REFRIGERATED CENTRIFUGE
Refrigeration



High speed centrifuge
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15A24001.5
Angle rotor

11A48001.5
Angle rotor

16A12001.5
Angle rotor

ROTORS
GALLERY

Photos of the rotor
introduced so far

Matching rotors for HCSHF20E

21A12001.5

16A48001.5

20A24001.5

16.5A30001.5

20A16005

20A12010

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

21000

16000

20000

16500

20000

20000

30910

27170

36630

28890

34400

40320

12 x 1.5 / 2 ml

48 x 1.5 / 2 ml

24 x 1.5 / 2 ml

30 x 1.5 / 2 ml

16 x 5 ml

12 x 10 ml

15A12015-F

20A06030

18A06050-R

18A04085

12A04250

10A06300

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

15000

20000

18000

18000

12000

10000

26650

38900

35920

36310

20450

15730

12 x 15ml (Falcon)

6 x 30 ml

6 x 50 ml (Round)

4 x 85 ml

4 x 250 ml

6 x 300 ml

12A04300 Angle rotor 12000 215604 x 300 ml

4.7S04800

5M040496

4M020496-1

4M020348

4S044007

Swing rotor

Microplate rotor

Microplate rotor

Microplate rotor

Swing rotor

4700

5000

4000

4000

4000

4770

4590

3210

2300

3270

4 x 800ml (Round)

4 x 4 x 96 Well

2 x 4 x 96 Well

2 x 3 x 48 Well

30 x 1.5 / 2 ml

4 x 40 x 7 ml

4S044005

4S041810

15S04005

12S04030

10S04050

Swing rotor

Swing rotor

Swing rotor

Swing rotor

Swing rotor

4000

4000

15000

12000

10000

2890

3130

19920

20090

16240

4 x 40 x 5 ml

4 x 18 x 10 ml

4 x 5 ml 

4 x 30 ml 

4 x 50 ml 

Rotor no. Type Max Speed Max Volume Max RCF

HCSHF20E

Certification and calibration report
are available upon request.

Refrigeration centrifuge. Widely 
used for laboratory, chemistry 
and hospital.

Pre-cooling design, 10 type of 
acceleration and deceleration
speed settings.

Noiseless and small vibration
in a compact design.

3-tier high quality steel body build 
with stainless steel chamber for 
safer and reliable operation.

HCSHF20E Specifications

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

21000 rpm

40320 x g

4 x 800 ml

0 ~ 99h 59m

Yes

≤ 55 dB

-20 °C ~ 40°C

10 Type

± 20 r/min

± 1°C

AC 220V/110V  50HZ/60HZ

700mm × 715mm × 420mm

125kg

HIGH SPEED REFRIGERATED CENTRIFUGE
Refrigeration



High speed centrifuge
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12000 1580024 pieces vessel

Matching rotors for HCSGM12
Rotor type Max Speed Max Volume Max RCF

HCSGM12

Certification and calibration report
are available upon request.

HCSGM12 is specific centrifuge 
for Dengue Fever.

Brushless motor, zero pollution,
maintainance-free.

Electrical lid-lock, device balance
protection, full LED panel with 10
type of speed settings.   

3-tier high quality steel body build 
with stainless steel chamber for 
safer and reliable operation.

HCSGM12 Specifications

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

12000 rpm

15800 x g

24 pcs Capillary

0 ~ 99h 59m

Yes

≤ 55 dB

Normal

10 Type

± 20 r/min

-

AC 220V/110V  50HZ/60HZ

355mm × 270mm × 205mm

13kg

HEMATOCRIT CENTRIFUGE



High speed centrifuge
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Matching rotors for HCSH18B

18B-1

18B-2

18B-3

18B-4

18B-5

18B-9

Swing rotor (R)

Swing rotor (S)

Swing rotor

Swing rotor

Swing rotor

Microplate box

4000

4000

4000

4000

4000

4000

2830

2830

2860

2470

2830

2310

4 x 250ml

4 x 250ml

4 x 16 x 7ml

4 x 16 x 5ml

4 x 13 x 10ml

2 x 3 x 96 well

18B-10

18B-12

18B-13

18B-14

18B-15

18B-16

Microplate frame

Swing out rotor

Swing out rotor

Swing out rotor

Swing out rotor

Swing out rotor

4000

5000

5000

4000

4000

4000

2270

4730

4730

3020

3020

3020

2 x 3 x 96 well

4 x 1 x 50ml

4 x 1 x 100ml

4 x 2 x 100ml

4 x 2 x 50ml

4 x 4 x 15ml

18B-17 Swing out rotor 4000 32004 x 6 x 15ml

18B-21

18B-22

18B-23

18B-24

18B-25

Swing out rotor

Swing out rotor

Swing out rotor

Swing out rotor

Swing out rotor

4000

4000

4000

4000

4000

2770

2360

2770

2360

2480

4 x 4 x 10/7ml

4 x 4 x 5 adapter

4 x 6 x 10/7ml

4 x 6 x 5 adapter

18B-23

18B-24

Swing out rotor

Swing out rotor

4000

4000

2770

2360

4 x 8 x 10/7ml

4 x 8 x 5 adapter

4 x 12 x 5 ml

18B-26

18B-27

18B-28

18B-29

18B-30

Swing out rotor

Swing out rotor

Fixed rotor

Fixed rotor

Fixed rotor

4000

4000

14000

13000

14000

2760

2880

12070

16080

13390

4 x 12 x 7 ml

4 x 10 x 10 ml

4 x 8 PCR

6 x 8 PCR

8 x 8 PCR

18B-31 Fixed rotor 13000 1722012 x 8 PCR

18B-32

18B-33 Fixed rotor

Fixed rotor 14000

18500

19960

23990

40 x 0.5ml

12 x 1.5ml

Rotor no. Type Max Speed Max Volume Max RCF

HCSH18B

Imbalance sensor and over speed 
sensor.

Brushless motor, quiet and reliable
performance.

10 type of acceleration and 
deceleration speed settings.

Low noise and small vibration
in a compact design.

3-tier high quality steel body build 
with stainless steel chamber for 
safer and reliable operation.

Certification and calibration report
are available upon request.

HCSH18B Specifications

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

18500 rpm

23990 x g

4 x 250 ml

0 ~ 99m

Yes

≤ 55 dB

-

10 Type

± 20 r/min

-

AC 220V/110V  50HZ/60HZ

400mm × 570mm × 320mm

40kg

HIGH SPEED CENTRIFUGE
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Low speed centrifuge

HCSL4C

Brushless motor, zero pollution,
maintainance-free.

Matching rotors for HCSL4C

Matching rotors for HCSL4A

HCSL4A Specifications

HCSL4C Specifications

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

4000 rpm

1880 x g

8 x 20 / 15 / 10 ml

0 ~ 99min

Yes

≤ 55 dB

Normal

10 Type

± 20 r/min

-

AC 220V/110V  50HZ/60HZ

4A08015-1

4A06010

4A12007

4A08015

4A08007

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

4000

4000

4000

4000

4000

1880

1800

1720

1800

1800

8 × 15 ml

6 × 10 ml

12 × 7 / 5 ml

8 x 15 ml

8 × 7 / 5 ml

310mm × 270mm × 220mm

6 kgElectrical lid-lock, device balance
protection, compact and sleek 
design.   

Minimal vibration operation from
speed of 0~4000 rpm.

Certification and calibration report
are available upon request.

Certification and calibration report
are available upon request.

Rotor no. Type Max Speed Max Volume Max RCF

HCSL4A

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

4000 rpm

2470 x g

24 x 10 ml

0 ~ 99min

Yes

≤ 55 dB

Normal

10 Type

± 20 r/min

-

AC 220V/110V  50HZ/60HZ

4A12020

4A18010

4A24010

4A30007

4A06050

4A08007

4S06010

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

4000

4000

4000

4000

4000

4000

2250

2250

2200

2150

1800

2100

30 x 7 / 5 ml

18 x 10 ml

24 x 10 / 7 / 5 ml

12 x 20 / 15 / 7 / 5 ml

8 × 7 / 5 ml

6 x 50 ml

Swing rotor 4000 23906 x 10 ml

485mm × 320mm × 255mm

18 kg

Electrical lid-lock, device balance
protection, full LCD display.   

The flexible axle driven system 
offers smoother operation with
minimal vibration and noise.

HCSL4A centrifuge is used for 
qualitative analysis of blood 
serum, plasma and urea.

Rotor no. Type Max Speed Max Volume Max RCF

LOW SPEED CENTRIFUGE

LOW SPEED CENTRIFUGE
(PORTABLE)



The flexible axle driven system 
offers smoother operation with
minimal vibration and noise.

HCSL5J centrifuge is used for 
qualitative analysis of blood 
serum, plasma and urea.

5S06010

4A30007

4A18010

4A24010

4A12020

4A12015

5A06015

Swing rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

5000

4000

4000

4000

4000

4000

3460

2250

2250

2200

2150

2220

6 x 10 ml

30 x 7 / 5 ml

18 x 10 ml

24 x 10 ml

12 × 5 / 7 ml

12 x 20 ml

Angle rotor 5000 25406 x 15 ml

5A12015

5A04050

5A06050

5A04100

5A06100

Angle rotor

Angle rotor

Angle rotor

Angle rotor

5000

5000

5000

5000

3080

2520

2850

2630

12 x 15 ml

4 x 50 ml

6 x 50 ml

4 x 100 ml

Angle rotor 5000 31306 x 100 ml

Rotor no. Type Max Speed Max Volume Max RCF
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Low speed centrifuge

HCSL5C

Brushless motor, zero pollution,
maintainance-free.

Matching rotors for HCSL5C

HCSL5C Specifications

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

5000 rpm

3460 x g

4 x 180 ml

0 ~ 99min

Yes

≤ 55 dB

Normal

10 Type

± 20 r/min

-

AC 220V/110V  50HZ/60HZ

485mm × 320mm × 255mm

23 kg

Electrical lid-lock, device balance
protection, compact and sleek 
design.   

Minimal vibration operation from
speed of 0~4000 rpm.

Certification and calibration report
are available upon request.

LOW SPEED CENTRIFUGE

5S12010

4A12100

5A24015

Swing rotor

Swing rotor

Angle rotor

5000

5000

5000

4140

4140

3500

12 x 10 ml

8 x 15 ml

24 x 15 ml

Rotor no. Type Max Speed Max Volume Max RCF

HCSL5J

Matching rotors for HCSL5J

HCSL5J Specifications

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

5000 rpm

4140 x g

24 x 15 ml

0 ~ 99min

Yes

≤ 55 dB

Normal

10 Type

± 20 r/min

-

AC 220V/110V  50HZ/60HZ

540mm × 370mm × 280mm

28 kg
Electrical lid-lock, device balance
protection, over-speed protection. 

Certification and calibration report
are available upon request.

LOW SPEED CENTRIFUGE
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Low speed centrifuge

HCSL4N

Matching rotors for HCSL4C

HCSL4C Specifications

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

5000 rpm

4420 x g

4 x 180 ml

0 ~ 99min

Yes

≤ 55 dB

Normal

10 Type

± 20 r/min

-

AC 220V/110V  50HZ/60HZ

4S16010

5A12015

5A06050

5A24015

5A04100

Swing out rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

4000

5000

5000

5000

5000

2150

3080

2850

2520

2630

16 x 10 / 15 ml

12 x 15 ml

6 x 50 ml

4 x 50 ml

4 x 100 ml

5S04050

5S04100

4S040610

4S04180

5A24015

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

5000

5000

4000

4000

5000

4420

4420

2790

2580

3500

4 x 50 ml

4 x 100 ml

4 x 6 / 10 ml

4 x 180 ml

24 x 15 ml

5A12050

5A06100

Angle rotor

Angle rotor

5000

5000

3860

3130

12 x 50 ml

6 x 100 ml

540mm × 370mm × 280mm

32 kg

Rotor no. Type Max Speed Max Volume Max RCF

Certification and calibration report
are available upon request.

Electrical lid-lock, device balance
protection, full LCD display.   

The flexible axle driven system 
offers smoother operation with
minimal vibration and noise.

HCSL4A centrifuge is used for 
qualitative analysis of blood 
serum, plasma and urea.

LOW SPEED CENTRIFUGE

5A12015
Angle rotorAngle rotor

5A06050
Angle rotor

ROTORS
GALLERY

Photos of the rotor
introduced so far

5A04100
Angle rotor

4A08007
Angle rotor

4S06010
Swing rotor

5A06100
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Low speed centrifuge

HCSL5

Matching rotors for HCSL5

Adapter for 250 round and square cup

HCSL5 Specifications

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

5000 rpm

4730 x g

4 x 250 ml

0 ~ 99min

Yes

≤ 55 dB

Normal

10 Type

± 20 r/min

-

AC 220V/110V  50HZ/60HZ

4S04250-R

4S04250-S

5B040150

5B0401100

4B040250

Swing rotor

Swing rotor

Bucket

Bucket

Bucket

4000

4000

5000

5000

4000

2880

2830

4730

4730

2950

4 x 250ml (Round)

4 x 250ml (Square)

4 x 1 x 50 ml

4 x 1 x 100 ml

4 x 2 x 50 ml

4B040415

4B040615-1

4B041010

4B041207

4B041205

Bucket

Bucket

Bucket

Bucket

Bucket

4000

4000

4000

4000

4000

2950

2950

2880

2760

2480

4 x 4 x 15 ml

4 x 6 x 15 ml

4 x 10 x 10 ml

4 x 12 x 7 ml

4 x 12 x 5 ml

4B040810

4B040410

Bucket

Bucket

4000

4000

2580

2580

4 x 8 x 10 / 7 / 5 ml

4 x 4 x 10 / 7 / 5 ml

570mm × 400mm × 320mm

40 kg

5A12015

5A06050

5A04050

5A04100

5A24015

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

5000

5000

5000

5000

5000

3080

2850

2520

3500

2630

12 x 15 ml

6 x 50 ml

4 x 50 ml

4 x 100 ml

24 x 15 ml

5A12050

5A06100

4A12100

4M020348

4M020296

Angle rotor

Angle rotor

Angle rotor

Microplate rotor

Microplate rotor

250 ml (Square) 9 pc / cup

Volume / Cup 5 ml 7 ml 10 ml 15 ml 50 ml

7 pc / cup

9 pc / cup

7 pc / cup

9 pc / cup

7 pc / cup

4 pc / cup

4 pc / cup

1 pc / cup

1 pc / cup250 ml (Round)

5000

5000

4000

4000

4000

3860

3130

2970

2300

2490

12 x 50 ml

6 x 100 ml

12 x 100 ml

2 x 3 x 48 Well

2 x 3 x 96 Well

Rotor no. Type Max Speed Max Volume Max RCF

Adapters are available by your 
experiment requirments.

Electrical lid-lock, device balance
protection, full LCD display.   

TUV, CE, EMC Certification and 
calibration report are available 
upon request.

UNIVERSAL CENTRIFUGE

Brushless motor, zero pollution,
maintainance-free.

3-tier high quality steel body build 
with stainless steel chamber for 
safer and reliable operation.

4S04250-R

ROTORS
ADAPTER

Round cup swing rotor
with adapter. With adapter
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Low speed centrifuge

HCSLF5

HCSLF5 Specifications

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

5000 rpm

4730 x g

4 x 250 ml

0 ~ 99min

Yes

≤ 55 dB

-20 °C ~ 40°C

10 Type

± 20 r/min

± 1°C

AC 220V/110V  50HZ/60HZ

650mm × 665mm × 400mm

118 kg

Pre-cooling design, 10 type of 
acceleration and deceleration
speed settings.

Electrical lid-lock, device balance
protection, full LCD display.   

Compressors with  fluorine free and 
double cooling feature for pollution 
-free operation.

Refrigerated centrifuge. Widely 
used for laboratory, blood bank 
and hospitals.

Certification and calibration report
are available upon request.

REFRIGERATED LOW SPEED CENTRIFUGE

Matching rotors for HCSLF5

Adapter for 250 round and square cup

4S04250-R

4S04250-S

5B040150

5B0401100

4B040250

Swing rotor

Swing rotor

Bucket

Bucket

Bucket

4000

4000

5000

5000

4000

2880

2830

4730

4730

2950

4 x 250ml (Round)

4 x 250ml (Square)

4 x 1 x 50 ml

4 x 1 x 100 ml

4 x 2 x 50 ml

4B040415

4B040615-1

4B041010

4B041207

4B041205

Bucket

Bucket

Bucket

Bucket

Bucket

4000

4000

4000

4000

4000

2950

2950

2880

2760

2480

4 x 4 x 15 ml

4 x 6 x 15 ml

4 x 10 x 10 ml

4 x 12 x 7 ml

4 x 12 x 5 ml

4B040810

4B040410

Bucket

Bucket

4000

4000

2580

2580

4 x 8 x 10 / 7 / 5 ml

4 x 4 x 10 / 7 / 5 ml

5A12015

5A06050

5A04050

5A04100

5A24015

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

5000

5000

5000

5000

5000

3080

2850

2520

3500

2630

12 x 15 ml

6 x 50 ml

4 x 50 ml

4 x 100 ml

24 x 15 ml

5A12050

5A06100

4A12100

4M020348

4M020296

Angle rotor

Angle rotor

Angle rotor

Microplate rotor

Microplate rotor

250 ml (Square) 9 pc / cup

Volume / Cup 5 ml 7 ml 10 ml 15 ml 50 ml

7 pc / cup

9 pc / cup

7 pc / cup

9 pc / cup

7 pc / cup

4 pc / cup

4 pc / cup

1 pc / cup

1 pc / cup250 ml (Round)

5000

5000

4000

4000

4000

3860

3130

2970

2300

2490

12 x 50 ml

6 x 100 ml

12 x 100 ml

2 x 3 x 48 Well

2 x 3 x 96 Well

Rotor no. Type Max Speed Max Volume Max RCF

Refrigeration
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Low speed centrifuge

HCSL5A

Matching rotors for HCSL5A

Adapter for 300 round and square cup

HCSL5A Specifications

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

5000 rpm

4730 x g

4 x 300 ml

0 ~ 99min

Yes

≤ 55 dB

Normal

10 Type

± 20 r/min

-

AC 220V/110V  50HZ/60HZ

4S04300-R

4S04300-S

4S042405

4S042407

4S041810

Swing rotor

Swing rotor

Swing rotor

Swing rotor

Swing rotor

4000

4000

4000

4000

4000

2920

2920

2840

3140

3140

4 x 300 ml (Round)

4 x 300 ml (Square)

4 x 24 x 5 ml

4 x 24 x 7 ml

4 x 18 x 10 ml

4S0431-K

5A12015

5A06050

5A04050

5A04100

Swing rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

4000

5000

5000

5000

5000

2840

3080

2850

2520

2630

4 x 31 ml Khan tube

12 x 15 ml

6 x 50 ml

4 x 50 ml

4 x 100 ml

5A24015

5A12050

Angle rotor

Angle rotor

5000

5000

3500

3860

24 x 15 ml

12 x 50 ml

520mm × 450mm × 355mm

52 kg

5A06100

4A12100

4M020496

4M020348

Angle rotor

Angle rotor

Microplate rotor

Microplate rotor

5000

4000

4000

4000

3130

2970

2490

2300

6 x 100 ml

12 x 100 ml

2 x 4 x 96 Well

2 x 3 x 48 Well

300 ml (Square) 16 pc / cup

Volume / Cup 5 ml 7 ml 10 ml 15 ml 50 ml

10 pc / cup

16 pc / cup

10 pc / cup

12 pc / cup

9 pc / cup

9 pc / cup

7 pc / cup

4 pc / cup

2 pc / cup300 ml (Round)

Rotor no. Type Max Speed Max Volume Max RCF

Adapters are available by your 
experiment requirments.

Electrical lid-lock, device balance
protection, full LCD display.   

Certification and  calibration report 
are available upon request.

 LOW SPEED CENTRIFUGE

Brushless motor, zero pollution,
maintainance-free.

3-tier high quality steel body build 
with stainless steel chamber for 
safer and reliable operation.

4S042405
Swing rotorBucket

4S041810
Swing rotor

ROTORS
GALLERY

Photos of the rotor
introduced so far

4B040415



4S04300-R

4S04300-S

4S042405

4S042407

4S041810

Swing rotor

Swing rotor

Swing rotor

Swing rotor

Swing rotor

4000

4000

4000

4000

4000

2920

2920

2840

3140

3140

4 x 300 ml (Round)

4 x 300 ml (Square)

4 x 24 x 5 ml

4 x 24 x 7 ml

4 x 18 x 10 ml

4S0431-K

5A12015

5A06050

5A04050

5A04100

Swing rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

4000

5000

5000

5000

5000

2840

3080

2850

2520

2630

4 x 31 ml Khan tube

12 x 15 ml

6 x 50 ml

4 x 50 ml

4 x 100 ml

5A24015

5A12050

Angle rotor

Angle rotor

5000

5000

3500

3860

24 x 15 ml

12 x 50 ml

5A06100

4A12100

4M020496

4M020348

Angle rotor

Angle rotor

Microplate rotor

Microplate rotor

5000

4000

4000

4000

3130

2970

2490

2300

6 x 100 ml

12 x 100 ml

2 x 4 x 96 Well

2 x 3 x 48 Well

Rotor no. Type Max Speed Max Volume Max RCF

Adapter for 300 round and square cup

300 ml (Square) 16 pc / cup

Volume / Cup 5 ml 7 ml 10 ml 15 ml 50 ml

10 pc / cup

16 pc / cup

10 pc / cup

12 pc / cup

9 pc / cup

9 pc / cup

7 pc / cup

4 pc / cup

2 pc / cup300 ml (Round)

16

Low speed centrifuge

HCSLF5A

HCSLF5A Specifications

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

5000 rpm

4730 x g

4 x 300 ml

0 ~ 99min

Yes

≤ 58 dB

-20 °C ~ 40°C

10 Type

± 20 r/min

± 1°C

AC 220V/110V  50HZ/60HZ

620mm × 450mm × 355mm

52 kg

Pre-cooling design, 10 type of 
acceleration and deceleration
speed settings.

Electrical lid-lock, device balance
protection, full LCD display.   

Compressors with  fluorine free and 
double cooling feature for pollution 
-free operation.

Refrigerated centrifuge. Widely 
used for laboratory, blood bank 
and hospitals.

Certification and calibration report
are available upon request.

REFRIGERATED LOW SPEED CENTRIFUGE

Matching rotors for HCSLF5A

Refrigeration
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Low speed centrifuge

4S04180
Swing rotor

5A12015
Angle rotor

4S040610
Swing rotor

ROTORS
GALLERY

Photos of the rotor
introduced so far

HCSLZ5-WS

HCSLZ5-WS Specifications

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

5000 rpm

4730 x g

4 x 250 ml

0 ~ 99min

Yes

≤ 55 dB

Normal

10 Type

± 20 r/min

-

AC 220V/110V  50HZ/60HZ

620mm × 450mm × 355mm

52 kg

3-tier high quality steel body build 
with stainless steel chamber for 
safer and reliable operation.

Electrical lid-lock, device balance
protection, full LCD display.   

Brushless motor, zero pollution,
maintainance-free.

Rotor is connected to spindle by 
specialized taper sleeve for simple
and quick loading. 

Certification and calibration report
are available upon request.

LOW SPEED CENTRIFUGE

Matching rotors for HCSLZ5-WS

4S04250-R

4S04250-S

5B040150

5B0401100

4B040250

Swing rotor

Swing rotor

Bucket

Bucket

Bucket

4000

4000

5000

5000

4000

2880

2830

4730

4730

3200

4 x 250ml (Round)

4 x 250ml (Square)

4 x 1 x 50 ml

4 x 1 x 100 ml

4 x 2 x 50 ml

4B040250-1

4B040415-1

4B040615

4B041010

4B041207

Bucket

Bucket

Bucket

Bucket

Bucket

4000

4000

4000

4000

4000

3200

3200

2880

2760

2480

4 x 4 x 15 ml

4 x 6 x 15 ml

4 x 10 x 10 ml

4 x 12 x 7 ml

4 x 12 x 5 ml

4B041205 Bucket 4000 32004 x 8 x 15 ml

5A12015

5A06050

5A04050

5A04100

5A24015

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

5000

5000

5000

5000

5000

3080

2850

2520

3500

2630

12 x 15 ml

6 x 50 ml

4 x 50 ml

4 x 100 ml

24 x 15 ml

5A12050

5A06100

4A12100

4M020348

4M020296

Angle rotor

Angle rotor

Angle rotor

Microplate rotor

Microplate rotor

5000

5000

4000

4000

4000

3860

3130

2970

2300

2490

12 x 50 ml

6 x 100 ml

12 x 100 ml

2 x 3 x 48 Well

2 x 3 x 96 Well

5A24001.5

5H24

Angle rotor

Hematocrit rotor

5000

5000

2290

2740

24 x 1.5 / 2 ml

24 Capillary Rotor

Rotor no. Type Max Speed Max Volume Max RCF



Adapters are available by your 
experiment requirments.

ROTORS
ADAPTER

Round cup swing rotor
with adapter.
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Low speed centrifuge

4S04800

4S04500-R

4S04500-S

4M040496

4M020496

Swing rotor

Swing rotor

Swing rotor

Microplate rotor

Microplate rotor

4000

4000

4000

4000

4000

3450

3380

3310

2840

2490

4 x 800 ml (Round)

4 x 500 ml (Round)

4 x 500 ml (Square)

4 x 4 x 96 Well

2 x 4 x 96 Well

4M020348

4S043007

4S043005

4S041810

5A12015

Microplate rotor

Swing rotor

Swing rotor

Swing rotor

Angle rotor

4000

4000

4000

4000

5000

2300

3140

3140

3140

3080

2 x 3 x 48 Well

4 x 30 x 7 ml

4 x 30 x 5 ml

4 x 18 x 10 ml

12 x 15 ml

5A06050

5A04050

Angle rotor

Angle rotor

5000

5000

2850

2520

6 x 50 ml

4 x 50 ml

5A04100

5A24015

5A12050

5A06100

Angle rotor

Angle rotor

Angle rotor

Angle rotor

5000

5000

5000

5000

2630

3500

3860

3130

4 x 100 ml

24 x 15 ml

12 x 50 ml

6 x 100 ml

4A12100 Angle rotor 4000 297012 x 100 ml

Rotor no. Type Max Speed Max Volume Max RCF

Adapter for 800 ml and 500ml bucket

800 ml (Round) 23 pc / cup

Volume / Cup 5 ml 7 ml 10 ml 15 ml 50 ml

18 pc / cup

23 pc / cup

18 pc / cup

19 pc / cup

14 pc / cup

14 pc / cup

9 pc / cup

5 pc / cup

3 pc / cup500 ml (Round)

20 pc / cup 20 pc / cup 16 pc / cup 12 pc / cup 5 pc / cup500 ml (Sqaure)

HCSL5B

HCSL5B Specifications

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

5000 rpm

4730 x g

4 x 800 ml

0 ~ 99min

Yes

≤ 58 dB

Normal

10 Type

± 20 r/min

-

AC 220V/110V  50HZ/60HZ

685mm × 500mm × 385mm

67 kg

Brushless motor, zero pollution,
maintainance-free.

Electrical lid-lock, device balance
protection, full LCD display.   

3-tier high quality steel body build 
with stainless steel chamber for 
safer and reliable operation.

Rotor is connected to spindle by 
specialized taper sleeve for simple
and quick loading. 

Certification and calibration report
are available upon request.

LOW SPEED CENTRIFUGE

Matching rotors for HCSL5B

4S04500-R
With adapter

4S04500-S 
With adapter

(LARGE CAPACITY)
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Low speed centrifuge

HCSLF5M

HCSLF5M Specifications

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

5000 rpm

4730 x g

4 x 800 ml (4*450 ml Stomacher bags)

0 ~ 99min

Yes

≤ 58 dB

-20 °C ~ 40°C

10 Type

± 20 r/min

± 1°C

AC 220V/110V  50HZ/60HZ

700mm × 715mm × 420mm

125 kg

Pre-cooling design, 10 type of 
acceleration and deceleration
speed settings.

Electrical lid-lock, device balance
protection, overspeed protection.

Compressors with  fluorine free and 
double cooling feature for pollution 
-free operation.

Rotor is connected to spindle by 
specialized taper sleeve for simple
and quick loading. 

Certification and calibration report
are available upon request.

REFRIGERATED CENTRIFUGE

Matching rotors for HCSLF5M

Refrigeration

4S04800

4S04500-R

4S04500-S

4M040496

4M020496

Swing rotor

Swing rotor

Swing rotor

Microplate rotor

Microplate rotor

4000

4000

4000

4000

4000

3450

3380

3310

2840

2490

4 x 800 ml (Round)

4 x 500 ml (Round)

4 x 500 ml (Square)

4 x 4 x 96 Well

2 x 4 x 96 Well

4M020348

4S043007

4S043005

4S041810

5A12015

Microplate rotor

Swing rotor

Swing rotor

Swing rotor

Angle rotor

4000

4000

4000

4000

5000

2300

3140

3140

3140

3080

2 x 3 x 48 Well

4 x 30 x 7 ml

4 x 30 x 5 ml

4 x 18 x 10 ml

12 x 15 ml

5A06050

5A04050

Angle rotor

Angle rotor

5000

5000

2850

2520

6 x 50 ml

4 x 50 ml

5A04100

5A24015

5A12050

5A06100

Angle rotor

Angle rotor

Angle rotor

Angle rotor

5000

5000

5000

5000

2630

3500

3860

3130

4 x 100 ml

24 x 15 ml

12 x 50 ml

6 x 100 ml

4A12100 Angle rotor 4000 297012 x 100 ml

Rotor no. Type Max Speed Max Volume Max RCF

Adapter for 800 ml and 500ml bucket

800 ml (Round) 23 pc / cup

Volume / Cup 5 ml 7 ml 10 ml 15 ml 50 ml

18 pc / cup

23 pc / cup

18 pc / cup

19 pc / cup

14 pc / cup

14 pc / cup

9 pc / cup

5 pc / cup

3 pc / cup500 ml (Round)

20 pc / cup 20 pc / cup 16 pc / cup 12 pc / cup 5 pc / cup500 ml (Sqaure)

Adapters are available by your 
experiment requirments.

ROTORS
ADAPTER

Round cup swing rotor
with adapter. 4S04500-R

With adapter
4S04500-S 
With adapter

(LARGE CAPACITY)



HCSL6

Matching rotors for HCSL6

HCSL6 Specifications

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

6000 rpm

4430 x g

4 x 180 ml

0 ~ 99min

Yes

≤ 55 dB

Normal

10 Type

± 20 r/min

-

AC 220V/110V  50HZ/60HZ

6A06015

6A12015

6A06050

5A04050-1

6A04100

Angle rotor

Angle rotor

Angle rotor

Angle rotor

Angle rotor

6000

6000

6000

5000

6000

3660

4430

4110

3620

3790

6 x 15 ml

12 x 15 ml

6 x 50 ml

4 x 50 ml

4 x 100 ml

5A24015

5A12050

5A06100

4A12100

Angle rotor

Angle rotor

Angle rotor

Angle rotor

5000

5000

5000

4000

3500

3860

3130

2970

24 x 15 ml

12 x 50 ml

6 x 100 ml

12 x 100 ml

540mm × 370mm × 280mm

32 kg

Rotor no. Type Max Speed Max Volume Max RCF

Adapters are available by your 
experiment requirments.

Electrical lid-lock, device balance
protection, full LCD display.   

Certification and  calibration report 
are available upon request.

 LOW SPEED CENTRIFUGE

Brushless motor, zero pollution,
maintainance-free.

3-tier high quality steel body build 
with stainless steel chamber for 
safer and reliable operation.

HCSL4

Matching rotors for HCSL4

HLA rotor for Lymphocyte washing

SERO rotor for erythrocyte washing

HCSL4 Specifications

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

4000 rpm

2000 x g

12 x 7 ml

0 ~ 99min

Yes

≤ 55 dB

Normal

10 Type

± 20 r/min

-

AC 220V/110V  50HZ/60HZ

3SERO1207

4HLA1202

SERO rotor

HLA rotor

Lymphocyte incubated cell separation
Hematoblast extenterate (thrombin disposal)

Blood type determination, the image of the hematocyte
The test of intersectant aptness
Hematocyte washing, the distillation of the serum and plasma

3000

4000

2000

2000 Max RCF
1000 Max RCF

Lymphocyte washing 1000 Max RCF

500 Max RCF
1000 Max RCF
1000 Max RCF

1000

12×7/5ml (10-13*60-100mm)

12 × 2 / 1.5 / 0.5 ml

480mm × 320mm × 255mm

18 kg

Rotor no. Type Max Speed Max Volume Max RCF

Brushless motor, zero pollution,
maintainance-free.

Electrical lid-lock, device balance
protection, full LED display.   

Certification and  calibration report 
are available upon request.

CELL WASHER / SEROFUGE CENTRIFUGE

HCSL4 is specially programmed
for HLA and SERO rotor.

3-tier high quality steel body build 
with stainless steel chamber for 
safer and reliable operation.
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Low speed centrifuge



HCSID4

Matching rotors for HCSID4

HCSID4 Specifications

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

3000 rpm

1080 × g (24 Cards),  830 × g (12 Cards) 

24 cards / 12 cards

0 ~ 99min

Yes

≤ 55 dB

Normal

10 Type

± 20 r/min

-

AC 220V/110V  50HZ/60HZ

12

24

12 Gel Cards

24 Gel Cards

460mm × 360mm × 250mm

17kg / 19 kg

Rotor no. Max Volume

Brushless motor, zero pollution,
maintainance-free.

Electrical lid-lock, device balance
protection, full LCD display.   

Certification and  calibration report 
are available upon request.

GEL CARD CENTRIFUGE

HCSID4 is a blood group serological 
tests multipurpose centrifuge.

Special centrifugation technology
according to required reagent.

ROTORS
GALLERY

Compatable rotors
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Low speed centrifuge

12 Gel Cards rotor 24 Gel Cards rotor

HCSINC-1

HCSINC-1 Specifications

Max Capacity

Time Range
Temperature

Voltage

Size ( W x D x H )

24 Gel cards

0 ~ 99min

37 °C

AC 220V/120V  50HZ/60HZ, 300W

380mm × 220mm × 115mm

Compatable with many types 
of Gel cards.

2 independant incubation zones 
with capacity of 12 Gel cards 
each.

GEL CARD INCUBATOR

Digital incubator for the Gel cards. 
Blood card/ID card incubator holds 
2 independent incubation zones with
a capacity for 12 Gel cards.

Keep 24-Gel Cards in temperature of 
37 degree celcius.



Matching rotors for HCSSF12

10A06300

8A06500

4S041000

4M040496

4M020496

Angle rotor

Angle rotor

Swing rotor

Microplate rotor

Microplate rotor

10000

8000

4000

4000

4000

15730

11740

4060

2840

2490

6 x 300 ml

6 x 500 ml

4 x 1000 ml

4 x 4 x 96 ml

2 x 4 x 96 ml

Rotor no. Type Max Speed Max Volume Max RCF

22

Floor Standing centrifuge

HCSSF12

Certification and calibration report
are available upon request.

Refrigeration centrifuge. Widely 
used for biochemistry, biological
and pharmaceutical and lab.

Brushless motor, zero pollution,
maintainance-free.

Option between high speed rotor
and low speed rotor available.

3-tier high quality steel body build 
with stainless steel chamber for 
safer and reliable operation.

HCSSF12 Specifications

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

12000 rpm

15730 x g

4 x 1000 ml

0 ~ 9h 59m

Yes

≤ 55 dB

-20 °C ~ 40°C

10 Type

± 20 r/min

± 1°C

AC 220V/110V  50HZ/60HZ

800mm × 675mm × 830mm

190 kg

REFRIGERATED CENTRIFUGERefrigeration

Matching rotors for HCSSFBB5

4S04800

4S04500

5S04050

5A24050

Swing rotor

Swing rotor

Swing rotor

Angle rotor

4000

4000

5000

5000

3450

3380

4730

2970

4 x 800 ml

4 x 500 ml

4 x 50 ml

24 x 50 ml

Rotor no. Type Max Speed Max Volume Max RCF

HCSSFBB5

Certification and calibration report
are available upon request.

Refrigeration centrifuge. Widely 
used for blood bank, pharmaceutical 
factory and laboratories.

Brushless motor, zero pollution,
maintainance-free.

3-tier high quality steel body build 
with stainless steel chamber for 
safer and reliable operation.

HCSSFBB5 Specifications

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

5000 rpm

4730 x g

4 x 800 ml (4*500 ml stomacher bags)

0 ~ 9h 59m

Yes

≤ 55 dB

-20 °C ~ 40°C

10 Type

± 20 r/min

± 1°C

AC 220V/110V  50HZ/60HZ

720mm × 540mm × 830mm

180 kg

BLOOD BANK REFRIGERATED CENTRIFUGERefrigeration

(LARGE CAPACITY)
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Floor standing centrifuge

Matching rotors for HCSSFBB6

4S041000

6A04300

6A06300

6A06500

Swing rotor

Angle rotor

Angle rotor

Angle rotor

4000

6000

6000

6000

4060

5390

5660

6600

4 x 1000 ml

4 x 300 ml

6 x 300 ml

6 x 500 ml

Rotor no. Type Max Speed Max Volume Max RCF

4.2S061000

6A04300

6A06300

6A06500

Swing rotor

Angle rotor

Angle rotor

Angle rotor

4200

6000

6000

6000

5100

5390

5660

6600

6 x 1000 ml

4 x 300 ml

6 x 300 ml

6 x 500 ml

Rotor no. Type Max Speed Max Volume Max RCF

HCSSFBB6

Certification and calibration report
are available upon request.

Refrigeration centrifuge. Widely 
used for blood bank, pharmaceutical 
factory and laboratories.

Brushless motor, zero pollution,
maintainance-free.

3-tier high quality steel body build 
with stainless steel chamber for 
safer and reliable operation.

HCSSFBB6 Specifications

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

6000 rpm

6600 x g

4 x 1000 ml (4*500 ml stomacher bags)

0 ~ 9h 59m

Yes

≤ 55 dB

-20 °C ~ 40°C

10 Type

± 20 r/min

± 1°C

AC 220V/110V  50HZ/60HZ

800mm × 645mm × 830mm

260 kg

BLOOD BANK REFRIGERATED CENTRIFUGE
Refrigeration

Matching rotors for HCSSFBB6MB

HCSSFBB6MB

Certification and calibration report
are available upon request.

Refrigeration centrifuge. Widely 
used for blood bank, pharmaceutical 
factory and laboratories.

Brushless motor, zero pollution,
maintainance-free.

3-tier high quality steel body build 
with stainless steel chamber for 
safer and reliable operation.

HCSSFBB6MB Specifications

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

6000 rpm

6600 x g

6 x 1000 ml (6*500 ml stomacher bags)

0 ~ 9h 59m

Yes

≤ 55 dB

-20 °C ~ -40°C

10 Type

± 20 r/min

± 1°C

AC 220V  50HZ/60HZ

800mm × 740mm × 930mm

310 kg

BLOOD BANK REFRIGERATED CENTRIFUGE
Refrigeration

(LARGE CAPACITY)

(LARGE CAPACITY)

Adapter for 1000ml bucket

1000 ml 23 pc / cup

Volume 5 ml 7 ml 10 ml 15 ml 50 ml

23 pc / cup 19 pc / cup 14 pc / cup 5 pc / cup
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Floor standing centrifuge

Matching rotors for HCSSF7M

4S062400

7A061000

4.2S02061000

Swing rotor

Angle rotor

Swing rotor

4000

7000

4200

5330

11900

5680

6 x 2400 ml

6 x 1000 ml

2 x 6 x 1000 ml

Rotor no. Type Max Speed Max Volume Max RCF

HCSSF7M

Certification and calibration report
are available upon request.

Refrigeration centrifuge. Widely 
used pharmaceutical factory and 
laboratories.

Brushless motor, zero pollution,
maintainance-free.

Largest capacity blood bank 
cetrifuge.

3-tier high quality steel body build 
with stainless steel chamber for 
safer and reliable operation.

HCSSF7M Specifications

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

7000 rpm

11900 x g

6 x 2400 ml (12*500 ml stomacher bags)

0 ~ 9h 59m

Yes

≤ 55 dB

-20 °C ~ 40°C

10 Type

± 20 r/min

± 1°C

AC 380V  50HZ/60HZ

940mm × 890mm × 1000mm

380 kg

BLOOD BANK REFRIGERATED CENTRIFUGE
Refrigeration (LARGEST CAPACITY)

Matching rotors for HCSSF10

7A061000

8A06500

10A60300

Angle rotor

Angle rotor

Angle rotor

7000

8000

10000

11900

11740

15730

6 x 1000 ml

6 x 500 ml

14.2S061000 Swing rotor 4200 51006 x 1000 ml

6 x 300 ml

Rotor no. Type Max Speed Max Volume Max RCF

HCSSF10

Certification and calibration report
are available upon request.

Refrigeration centrifuge. Widely 
used for pharmaceutical factory 
and laboratories.

Brushless motor, zero pollution,
maintainance-free.

3-tier high quality steel body build 
with stainless steel chamber for 
safer and reliable operation.

HCSSF10 Specifications

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

10000 rpm

11900 x g

6 x 1000 ml

0 ~ 9h 59m

Yes

≤ 55 dB

-20 °C ~ 40°C

10 Type

± 20 r/min

± 1°C

AC 380V / 220V  50HZ/60HZ

940mm × 890mm × 1000mm

380 kg

HIGH SPEED REFRIGERATED CENTRIFUGE
Refrigeration
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Floor standing centrifuge

21A12010

20A16010

20A08030

20A06050

Angle rotor

Angle rotor

Angle rotor

Angle rotor

21000

20000

20000

20000

44440

46140

42040

44710

12 x 10 ml

16 x 10ml

8 x 30ml / 20ml

6 x 50 ml

15A08050

15A06070

12A08100

11A04300

Angle rotor

Angle rotor

Angle rotor

Angle rotor

15000

15000

12000

11000

27540

25480

19610

18120

8 x 50 ml

6 x 70 ml

8 x 100 ml

4 x 300 ml

12A06300

8A06500

4S04800-1

15S04005-1

Angle rotor

Angle rotor

Swing rotor

Swing rotor

12000

8000

4000

15000

22650

11740

3450

21670

6 x 300 ml

6 x 500 ml

4 x 800 ml

4 x 5 ml

13S04030

10S04050

Swing rotor

Swing rotor

13000

10000

23580

16240

4 x 30 ml

4 x 50 ml

Rotor no. Type Max Speed Max Volume Max RCF

Matching rotors for HCSSF21M

HCSSF21M

Electrical lid-lock, device balance
protection, full LED display.   

Refrigeration centrifuge. Widely 
used for blood bank, pharmaceutical 
factory and labs.

The flexible axle driven system 
offers smoother operation with
minimal vibration and noise.

3-tier high quality steel body build 
with stainless steel chamber for 
safer and reliable operation.

Certification and calibration report
are available upon request.

HCSSF21M Specifications

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

21000 rpm

46140 x g

4 x 800 ml 

0 ~ 9h 59m

Yes

≤ 55 dB

-20 °C ~ 40°C

10 Type

± 20 r/min

± 1°C

AC 220V  50HZ/60HZ

800mm × 740mm × 930mm

300 kg

HIGH SPEED REFRIGERATED CENTRIFUGERefrigeration

12A06300
Angle rotor

8A06500
Angle rotor

ROTORS
GALLERY

Photos of the rotor
introduced so far
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Floor standing centrifuge

(LARGE CAPACITY)

Matching rotors for HCSSF10A

7A061000

8A041000

10A06300

22A12001.5

Angle rotor

Angle rotor

Angle rotor

Angle rotor

7000

8000

10000

22000

11900

12070

15730

33934

6 x 1000 ml

4 x 1000 ml

6 x 300 ml

12 x 1.5 / 2 ml

20A16010 Angle rotor 20000 4614016 x 10 ml

Rotor no. Type Max Speed Max Volume Max RCF

HCSSF10A

Certification and calibration report
are available upon request.

Refrigeration centrifuge. Widely 
used pharmaceutical factory and 
laboratories.

Brushless motor, zero pollution,
maintainance-free.

3-tier high quality steel body build 
with stainless steel chamber for 
safer and reliable operation.

HCSSF10A Specifications

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

22000 rpm

46140 x g

6 x 1000 ml

0 ~ 9h 59m

Yes

≤ 55 dB

-20 °C ~ 40°C

10 Type

± 20 r/min

± 1°C

AC 380V/220V  50HZ/60HZ

940mm × 890mm × 1000mm

380 kg

HIGH SPEED REFRIGERATED CENTRIFUGERefrigeration

Matching rotors for HCSCD7M

4S062400

7A061000

4.2S02061000

Swing rotor

Angle rotor

Swing rotor

4000

7000

4200

5330

11900

5680

6 x 2400 ml

6 x 1000 ml

2 x 6 x 1000 ml

Rotor no. Type Max Speed Max Volume Max RCF

HCSCD7M

Certification and calibration report
are available upon request.

Refrigeration centrifuge. Widely 
used for blood bank, pharmaceutical 
factory and laboratories.

Brushless motor, zero pollution,
maintainance-free.

3-tier high quality steel body build 
with stainless steel chamber for 
safer and reliable operation.

HCSCD7M Specifications

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

7000 rpm

11900 x g

6 x 2400 ml

0 ~ 9h 59m

Yes

≤ 55 dB

Normal

10 Type

± 20 r/min

-

AC 380V / 220V  50HZ/60HZ

940mm × 890mm × 1000mm

380 kg

HIGH SPEED REFRIGERATED CENTRIFUGE
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(LARGE CAPACITY)

Floor standing centrifuge

Matching rotors for HCSD5

4S04800

4S04750

4S04500

4S040496

Swing rotor

Swing rotor

Swing rotor

Swing rotor

4000

4000

4000

4000

3450

3530

3380

2940

4 x 800 ml

4 x 750 ml

4 x 500 ml

4 x 4 x 96 (well)

4S020496 Microplate rotor 4000 32102 x 4 x 96 (well)

4S020348

4S040150

5S0401100

5S0402100

Microplate rotor

Swing rotor

Swing rotor

Swing rotor

4000

5000

5000

4000

2300

4730

4730

3020

2 x 3 x 48 (well)

4 x 1 x 50 ml

4 x 1 x 100 ml

4 x 2 x 100 ml

4S0402050 Swing rotor 4000 32004 x 2 x 50 ml

4S0404015

4S0406015

4S040815

4S041205V

Swing rotor

Swing rotor

Swing rotor

Swing rotor

4000

4000

4000

4000

3200

3200

3200

2480

4 x 4 x 15 ml

4 x 6 x 15 ml

4 x 8 x 15 ml

4 x 12 x 5 ml
vacuum tube 

4S041207V Swing rotor 4000 2760
4 x 12 x 7 ml
vacuum tube 

4S041210V Swing rotor 4000 2880
4 x 12 x 10 ml
vacuum tube 

4S040810V Swing rotor 4000 2790
4 x 8 x 10/ 7/ 5 ml

vacuum tube 

4S040610V Swing rotor 4000 2790
4 x 6 x 10/ 7/ 5 ml

vacuum tube 

4S040410V Swing rotor 4000 2790
4 x 4 x 10/ 7/ 5 ml

vacuum tube 

4S042405V Swing rotor 4000 24804 x 24 x 5 ml
vacuum tube 

4S043105K Swing rotor 4000 24804 x 31 x 5 ml
khan tube 

4S042407V Swing rotor 4000 31404 x 24 x 7 ml
vacuum tube 

4S043107K Swing rotor 4000 3140
4 x 31 x 7 ml
khan tube 

4S043007V Swing rotor 4000 31404 x 30 x 7 ml
vacuum tube 

4S043005V Swing rotor 4000 31404 x 30 x 5 ml
vacuum tube 

Rotor no. Type Max Speed Max Volume Max RCF

HCSD5

Certification and calibration report
are available upon request.

Large capacity centrifuge. Widely 
used in blood bank, pharmaceutical 
factory and laboratories.

Brushless motor, zero pollution,
maintainance-free.

3-tier high quality steel body build 
with stainless steel chamber for 
safer and reliable operation.

HCSD5 Specifications

Max Speed

Max RCF

Max Capacity

Time Range

RPM /RCF Convert

Noise Level

Temperature

Acceleration / Decceleration

Speed Accuracy

Temperature Accuracy

Voltage

Size ( W x D x H )

Net Weight

5000 rpm

4730 x g

4 x 800 ml (4*500ml stomacher bag)

1 ~ 9h 59m

Yes

≤ 58 dB

-

10 Type

± 20 r/min

-

AC 220V/110V  50HZ/60HZ

720mm × 540mm × 830mm

108 kg

FLOOR STANDING CENTRIFUGE
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4SDAIRY

5F06015

5F12015

Swing rotor

Fixed rotor

Fixed rotor

4000

5000

5000

3830

2540

3080

Dairy bottle

6 x 15 ml

12 x 15 ml

4S041810V Swing rotor 4000 31404 x 18 x 10 ml
vacuum tube 

4S044007V Swing rotor 4000 32704 x 40 x 7 ml
vacuum tube 

5F24015

5F30015

5F04050

Fixed rotor

Fixed rotor

Fixed rotor

5000

5000

5000

3500

3830

2520

24 x 15 ml

30 x 15 ml

4 x 50 ml

5F06050

5F12050

4F24050

Fixed rotor

Fixed rotor

Fixed rotor

5000

5000

4000

2850

3860

2970

6 x 50 ml

12 x 50 ml

24 x 50 ml

5F04100

5F06100

4F12100

Fixed rotor

Fixed rotor

Fixed rotor

5000

5000

5000

2630

3130

2970

4 x 100 ml

6 x 100 ml

12 x 100 ml

Rotor no. Type Max Speed Max Volume Max RCF

CENTRIFUGES
GALLERY

All the ranges of 
Centrifuges

Matching rotors for HCSD5
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